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EN 817 
I (ISO 3822)
100 - 1000 kPa 
max. +90°C

EN 817 
I (ISO 3822)
100 - 1000 kPa 
max. +90°C
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Installation
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DE	Montage 
DK	Installation
EE	 Paigaldus
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FR	 Installation
IT	 Montaggio
LT	 Montavimas
LV	 Montāža

NL	 Installatie
NO	Montering
PL	 Instalacja
RO	Instalare
RU	Установка

SE	 Installation
SK	 Inštalácia
UA	Встановлення
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Rinsing
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Abdrückstopfen
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1 Grundierung

2 Dichtmanschette (BAUSEITS)

3 Fliesenkleber

4 Wandbelag
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Montage
Mounting
Instructions
Instrucciones

1) Primer / Grundierung 
2) Sealing collar / Dichtmanschette 

3) Tile glue / Fliesenkleber 
4) Wall covering / Wandbelag
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ORAS GROUP

Isometsäntie 2, P.O. Box 40

FI-26101 Rauma

Tel. +358 2 83 161 

Fax +358 2 831 6300

info.finland@oras.com

www.oras.com

Oras Group is a powerful European provider of sanitary fittings: the market leader in the 

Nordics and a leading company in Continental Europe. The company’s mission is to make 

the use of water easy and sustainable and its vision is to become the European leader of 

advanced sanitary fittings. Oras Group has two strong brands, Oras and Hansa.

The head office of the Group is located in Rauma, Finland, and the Group has four 

manufacturing sites: Burglengenfeld (Germany), Kralovice (Czech Republic), Olesno (Poland) 

and Rauma (Finland). Oras Group employs approximately 1400 people in twenty countries. 

Oras Group is owned by Oras Invest, a family company and an industrial owner.


